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EXTRUDED ALUMINUM 


CUSTOM SCREENS 


rhe Colonial Screen Company, Inc. was founded 
in 1947 and incorporated under the state of New 
Jersey in 1950, as a manufacturer of Custom- 
Built screens and screen porches for institutional, 
industrial, commercial and residential applica¬ 
tions. Our quality products have been installed 
on prominent buildings and homes throughout 
the country. (See back cover for typical installa¬ 
tions.) 


Facilities 



Facilities comprise approximately eight thousand 
square feet of manufacturing space housed in 
fireproof, concrete block buildings with modem, 
up-to-date equipment capable of producing all 
types of aluminum screens for all standard or 
special uses. 

! 

Architectural service 

We have a well-rounded and experienced en¬ 
gineering staff in the field and home office to 
serve you and offer their recommendations with¬ 
out any obligation on any screen problem you 
may have. We invite consultations on unusual 
screen applications. 

• ' ,y1 

Distribution 

Our screen products are readily available through¬ 
out the U.S., with distributors located in major 
cities. Please contact the home office for the 
distributor in your area. 
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SCREEN SECTIONS 
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PORCH ENCLOSURES 

details one half size 



Porch screens correctly designed and made of durable ma¬ 
terials blend into the architectural lines of the structure and 
prove a good investment. Extruded aluminum porch enclo¬ 
sures are strong, light weight, offer narrow sight-lines and are 
practically maintenance free. 

Standard frame sections, x V (drive-fit corners or Heliarc 
welded corners), Special frame sections, x 1 yj' (Heliarc 
welded only). Frame material to be extruded aluminum 
6063T5 alloy. 

Screens can be supplied in Aluminum, plastic, Fibreglass, 
Kaiser Shade Screen wire, or Kool Shade Borg-Warner. Screen 
panels can be made in circular or gothic designs. All screen 
frames are rewirable in case of damage and so designed to 
permit seasonal removal if desired. 

Kickplates are available in various heights. All necessary 
hardware used in manufacturing or installation to be either 
stainless steel or aluminum. 


Typical Section at B-B 
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WINDOW SCREENS 


FULL LENGTH 


TOP HUNG OR TOP PIVOTED 

Top hung screens may be used on resi¬ 
dential, commercial or institutional 
buildings where top and bottom ven¬ 
tilation may be desired with positive 
insect protection. 

Top pivoted screens are used on wood 
double windows as well as metal win¬ 
dows due to their ease of installation. 
These screens may be installed from 
the inside of the building without the 
use of scaffolding or ladders. 

Standard frame sections, x V 
(drive-fit corners or Heliarc welded 
corners) and Jf 6 " x lj/£" (Heliarc 
welded corners only) in extruded 
aluminum. A x rolled alumi¬ 
num section is also available. 

Hardware is suitable for installation 
on any metal or wood primary window. 
Channel at bottom is available at no 
additional cost. 
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SINGLE SLIDING 

Economical insect protection can be 
obtained through the use of half-sliding 
screens. The frame can be made from 
% u x rolled section or Viz x 1' 
and %>" x l)/£" extruded aluminum 
section. Full length track is provided 
so that screens may be used either in 
the top or bottom part of the opening. 

Appropriate handles and compression 
springs are used for ease in handling as 
well as removal. Nylon buttons for 
“friction free” sliding action are stand¬ 
ard. 
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WINDOW SCREENS 


Tension Spring, 
Exterior View 


TWIN SLIDING SCREENS 

Tension springs, nylon buttons and 
other appropriate hardware are fur¬ 
nished for proper installation and 
operation. 

Double Sliding Screens are designed 
for installation on wood or metal 
double hung windows on residential 
and commercial buildings. These 
screens slide in a double channel ex¬ 
truded guide and offer full length insect 
protection with the convenience of 
a single sliding screen. 

The screens can be installed from the 
inside, and the windows may be 
washed without screen removal. Frames 
i are available with x 1" and x 
\y<i extruded aluminum sections; cor¬ 
ners may be welded or mechanically 
secured. 



SCREENS FOR PROJECTED WINDOWS 

SLIDING WICKET 


The growth of aluminum as well as 
steel projected windows has necessi¬ 
tated the use of sliding wicket screens 
that permit the operation of the win¬ 
dow units without the removal of the 
insect screens. The open sections 
WO 1049, WO 1050, and WO 1056 
were specifically designed for the pur¬ 
pose of meeting the problem eco¬ 
nomically and conveniently. 


Sliding Section, 
Interior View 




Wicket Handle, 
Interior View 
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Fastener, 
Interior View 






















































































































HOPPER SCREEN 

Hopper screens have been de¬ 
signed for ease of installation 
and economy in projected 
aluminum or steel windows. 
Hardware for attaching these 
screens differs with application 
and are available for various 
types of installation. 





Fastener, 
Exterior View 



SPECIFICATIONS FOR SCREENS 

Frame Sections—Extruded Alloy 6063-T5 x 1" or 
Jfc" x 13 ^" section with a He" nominal wall thickness. 

Corners, mechanically secured using Zamak die 
castings; or Heliarc welded, ground smooth. 

Finish—as extruded. Alumilited, painted, satin or 
wire brush finish, available as required at a slight 
extra charge. 

Screen Cloth—Frames wired with the following ma¬ 
terials: 

a. 14x18 mesh .0126 Alclad Aluminum 

b. Kaiser Shade Screening 

c. Stainless Steel 

d. Lumite Saran 

e. Chicopee Fibreglass 

f. Borg-Warner Koolshade 

Screen Spline—Extruded vinyl or roll formed alu¬ 
minum to permit replacement of wire cloth in case 
of damage. 

Channel Guides and Hardware—Guides extruded 
Alloy 6063-T5 with same finish as frames. All har 
ware either stainless steel or aluminum. 


STANDARD SCREEN HARDWARE 

Full Length Top Hung Screens—Supplied with top 
or side hangers; bottom locking pulls or bottom 
spring bolts optional. 

Twin Vertical Sliding Screens—Three screen lifts 
and two tension springs per screen. Spring bolt 
No. C-101 optional on upper screen. One pair ex¬ 
truded double channel guides the full height of 
screen opening. 

Half Sliding Screens—Three screen lifts and two j 

tension springs. Full length extruded single channel 
guides. 

Pivoted and Projected—Appropriate hardware sup¬ 
plied for job conditions. 


ALCOA ARCHITECTURAL COLORS 

“Our products are also available in “Anoclad” ex¬ 
trusions Type 10, 20 and 30 with Alcoa Architec¬ 
tural colors applied in accordance with standards 
established by Aluminum Company of America.” 
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CUSTOM SCREENS & 
typical Colonial Sun Shade installations 



Elizabeth A. Horton Memorial Hospital 
Middletown, N. Y. 


Continental Vending Machine Corp. 

Westbury, Long Island 



PROJECT 
Seaview Hospital 
St. Thomas Church 
Presbyterian Hospital 
Good Samaritan Hospital 
General Precision Laboratories 
State Police Barracks 
Industries Arts Building 
Personnel Dormitory Bldg. 

City Nursing Home 
Virginia Polytechnic Inst. 
Middletown Homepathic Hosp. 

N. J. State Teachers College 
Marquette University 
Coney Island Hospital 
Belgian Chancellory 
N. Y. University Medical Center 
Student Health Center, U. of Del. 
Cuyahoga County Hospital 


ARCHITECT 
York & Sawyer 
C. L. Monnot 
Frederick Elsasser 

Gibbons & Heitman 
Baker & Digman 
Albert S. Ross 
W. Terrill Hall 
Douglass Orr 

Ketchem, Gina & Sharp 
Lecht & Van Nuys 
E. Brielmaier & Sons Co. 

Dept. Public Works 
Vorhees, Walker, Smith & Smith 
Skidmore Owens & Merrill 
E. William Martin 


LOCATION 
New York City 
Dallas, Texas 
Newark, N. J. 

West Palm Beach, Fla. 
Pleasantville, N. Y. 
Leominster, Mass. 

Ada, Oklahoma 
Donalson, Term. 

New Haven, Conn. 
Blacksburg, Va. 
Middletown, N. Y. 
Union, N. J. 
Milwaukee, Wise. 

New York City 
Washington, D. C. 
New York City 
Wilmington, Delaware 
Cleveland, Ohio 



SCREEN COMPANY, INC 
MONTCLAIR, N. J. 
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